
Standards / Certifications
ASME A112.18.1/CSA B125.1

Warranty
 ■ 5 years - for commercial installations

Feature Highlights
 ■ Service sink faucet, blade style handles and pail hook
 ■ Wall mounted 8 inch supply centers adjustable ± 3/4 inch
 ■ 1/2 inch IPS eccentric female threaded supply inlets
 ■ Max flow rate: 10.56 gpm @ 60 psi
 ■ 3/4 inch hose thread spout with vacuum breaker 
 ■ Ceramic disc cartridges and screwdriver adjustable 
stops to shut water off when replacing cartridge

 ■ Hot and cold colored indicators
 ■ Rough chrome finish (standard)
 ■ Integral check valves (S-2490-CHKS only)

Symmetrix™

Model Numbers
 S-2490 Mop Service Sink Faucet

 S-2490-CHKS Mop Service Sink Faucet with 
integral check valves

Finish Options / Modifications
Append appropriate suffix to model number

- Rough chrome (standard finish)

Location:
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10-7/8"
(276 mm)

Note:  Dimensions subject to change without notice.

Wall Mounted 8" Centers
Adjustable 8" ± 3/4"
(203mm ± 19 mm )

5"
(144 mm)

 2-1/4" (57 mm)

2-5/8" (67 mm) dia

1/2" NPT
female

Atmospheric
1-1/8"-27 UNS thread
vacuum breaker

Service stops 3/4" Male hose
 connection

3-1/4" (82 mm)

1-1/4" (32 mm) 
Finished wall

4-3/4"
(120 mm)

12-13/16"
(326 mm)

3/8" (9 mm)

Measurements

A
7 7/8”, 201 mm

8 1/8”, 206 mm 

S-2490

S-2490-CHKS

A

Dimensions  Symmetrix Service Sink Faucet S-2490, S-2490-CHKS

Specification Submittal
Service Sink Faucet  S-2490 series 



Normes/certifications 
ASME A112.18.1/CSA B125.1

Garantie
 ■ 5 ans - pour les installations commerciales

Principales caractéristiques
 ■ Robinet d’évier de service, poignées à lame et crochet 
pour seau

 ■ Centres d’alimentation de 8 po à montage mural réglables 
de ± 3/4 pouce

 ■ Entrée d’alimentation excentrique à filetage IPS de 1/2 
pouce femelle

 ■ Débit maximum : 10,56 gpm à 60 lb/po²
 ■ Bec verseur avec boyau fileté de 3/4 de pouce avec 
dispositif anti-retour

 ■ Cartouches à disque céramique avec arrêts d’eau 
réglables au tournevis pour couper l’eau lors du 
remplacement de la cartouche

 ■ Indicateurs de couleurs pour eau chaude et froide
 ■ Finition chromée brute (standard)
 ■ Vannes d’arrêt de service (S-2490-CHKS seulement)

Symmetrix™

Numéros de modèles
 S-2490 Robinet pour évier de vadrouille

 S-2490-CHKS Robinet pour évier de vadrouille 
avec vannes d’arrêt de service

Options/modifications du fini
Joindre le suffixe approprié au numéro de modèle

- Chrome brut (fini standard)

Emplacement:
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10-7/8 po
(276 mm)

Remarque:  Les dimensions sont sujettes à changer sans préavis.

Centres de 8 po à montage mural
Réglable de 8 po ± 3/4 po

(203mm ± 19 mm )

5 po
(144 mm)

 2-1/4 po
(57 mm)

2-5/8 po (67 mm) dia

1/2 po NPT 
femelle

Dispositif anti-retour 
atmosphérique de 
1-1/8 po à 
�letage UNS

Robinets
d’interruption

 du service

Raccord de boyau
mâle de 3/4 po

3-1/4 po (82 mm)

1-1/4 po (32 mm) 
Mur �ni

4-3/4 po
(120 mm)

12-13/16 po
(326 mm)

3/8 po (9 mm)

Mesures

A
7-7/8 po, 201 mm

8-1/8 po, 206 mm 

S-2490

S-2490-CHKS

A

Dimensions  Robinet d'évier de service Symmetrix S-2490, S-2490-CHKS

Présentation des spécifications
Robinet d’évier de service de série S-2490




